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300A Analog AC
Clamp-On Meter

DISPLAY
-Rotary scales present one range
atatime

FUNCTIONS

~Function keys:Pointer lock switch.

+Test ranges:ACV,ACA,Q.

+Zero adjustment screw.

+The maximum conductor
size is 422mm

~Inter magnetic version to prevent
interference from magnetic field.
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DIMENSION
~Size:220x85x33mm(LxWxH).
“Weight:About 340g
(including battery)

30
10mA=400A (2.0%+10)
10mA-400A (2.0%+10)
0.1mV~B0OV £(1.0%+3)
0.1mV~B00V £(0.8%+2)

TM-1015

400A Autoranging AC/DC

CIamp-On Meter

5 mgus LD with maximum reading 4000

«Low battery indication:”

FUNCTIONS

+Function keys: Max/Min (TM-1015),Data Hold, Range Hold, Auto Zero.
+Test range: ACV, ACA, DCV, DCA, Q, Continuity.

+Double injection outer case (TM-1015).

“True rms(TM-13R)
~UL only for TM-13E,TM-1015

Specifications il
Model

TM-13E/TMAA3R T™-1015
400A 400A Max measuring current
4000 4000 Display counts,

0.10-40MQ £(1.0%+3)

10mA=400A £(2.0%+10)
10mA-400A £(2.0%+10)
0.1mV=600V £(1.0%+3)
0.1mV~600V £(0.8%+2)
0.10-40M0 £(1.0%+3)

DC Current
AC Voltage
DC Voltage
Resistance

YES(<400) YES(<400) Continuity buzzer

YES YES

ves Backit
YES ves Autoran;
YES ves Auto power OFF
Data hold

195°64°30mm 205'64°39mm size

2459 280g Weight


Evertech
New Stamp


